
Key Features
•     6 capacities from
 3 ton x 1kg
 5 ton x 2kg
 10 ton x 5kg
 20 ton x 10kg
 30 ton x 10kg
 50 ton x 20kg

•    Robust strong tool steel construction

•    18mm x 6-digit LCD Backlight display

•     Portable tension weighing

•    Simple operation

•     Wireless model 

•  Non wireless model available

Wireless model Non wireless model

The Compuload CLY series of digital Load Indicator Crane 
Scales, offers the user a simple and easy method to weigh 
goods in a lifting / tension application, with capacities up to 
50 ton. 
 
A standard 6 digit x 18mm LCD backlight display makes 
for easy reading of the displayed weight.  With 24 hours of 
continuous operation with-out backlighting turned on and 
standard Zero, Tare, and Stable functions makes this a very 
simple to use scale.  The Compuload Load Indicator Crane 
Scale is able to read weights in Kg, KN & Klb and displays 
the gross and net weight. 
 
Other handy features include an overload alarm to warn you 
if you have gone over the rated capacity of the Compuload 
Load Indicator Crane Scale, plus a battery indication function 
to warn you of your current battery power level. 
 
The applications are limitless from the food industry, fishing, 
marine, construction, general industry when weighing and 
measuring tension weights and forces are required in non-
trade applications!   
 
Options available           
Nata calibration and test reports, Carry cases model specific.



Accuracy                          0.1% F.S

Zeroing Range                   100% F.S

Maximum Safe Load         100% F.S

Time to stable reading      8s
Display                              6 digit x 18mm LCD Display with 
 backlighting

Operating temperature      -10°C to + 45°C  

Low Voltage Indicator       Low voltage indicator icon turns 
 on when the scale power supply 
 voltage is low

Power Supply
Load Indicator 
Crane Scale                   3 x AA/1.5V, Alkaline batteries
Remote Hand Held 4 x AA/1.5V, Alkaline batteries 

Auto Power Off                30 minutes after the scale is 
 inactive or at extreme low 
 power supply

Casing                              Tool Steel

Caution:  Overloading of  Compuload Load Indicator Crane scale will void all 
warranty claims and can result in serious injury or death.
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Built-in beeperLb/kg/kN
selectable

Applicable in
day and night

Compuload is the trusted name in On Board Weighing. Established in 1988 we are privately owned Australian company who design,
manufacture and distribute the quality Compuload On Board Weighing products throughout Australia and Export markets.

Our aim is to offer quality products, dependable performance, reliable delivery and technical backup for all your weighing requirements.
Tel: 1800 285 277 www.compuload.com.au


